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AR837 EFFingerprintScrewsA1.Surface. Mounted. A2.Embedded. A1.Surface Mounted Use a
screwdriver to screw theAttach AR837E or AR837 EF to the mounting plate and installApply power.
LED green will light up with one beep. NoticeThe power for reader may be unstable when the lock is
activating, that may cause aThe standard installation Door relay and lock use the same power
supply, and reader should use another independent power supply. Connector Table 1. Cable P1 CN4.
Wire Application. Lock Relay. Lock Relay COM. Door Contact. Exit Switch. Alarm Relay. Power.
Wire. Color. Description. Blue White N.O.DC24V1Amp. Purple White N.C.DC24V1Amp.
WhiteOrange. Negative Trigger Input. Purple. Negative Trigger Input. Gray. Thick Red DC 12V.
Thick Black DC 0V. Cable P2 CN5. Wire Application. BeeperWiegand. WG Door Contact. WG Exit
Switch. Wire. Color. Pink. Yellow. Brown. Description. Blue WhiteThin Green Wiegand DAT 0 Input.
Thin Blue Wiegand DAT 1 Input. Orange. Negative Trigger Input. Purple. Negative Trigger
InputWire Application. AntiTamper SwitchColor. Red. Orange. Yellow. DescriptionWire Application.
Reserved. Security trigger signal. Arming. Duress. Wire. Color. Red. Purple. Red
WhiteDescriptionArming Output. Duress Output. Cable P7Wire Application. RS485 for Lift.
ControllerColor. DescriptionWire Application. Door Bell. Wire. Color. Description. Black
WhiteBlackCable P8. Cable P3 CN7. Wire Application. WireBlack. Red. Black. Blue. Green. Purple.
Brown. White. Blue. Black. Wire Application. HID RF Module. DescriptionVoice ModuleErrorRed. In
processingGreenOrange. Purple. Black. Red. Blue. Green. White. DescriptionWiegand DAT 0
InputColor. Black. Yellow. White. Orange. Red. Blue. DescriptionPowerGreen. AlarmRed.
ArmingGreen. WireLED status indicates controller’s mode and status.Number Err!”Keypad will be
locked up 30 sec.Maximum error input of pin code and master code can be changed via theP.S.If no
instruction is entered within 30 sec.http://globewheelers.com/userfiles/comfortlink-ii-manual.xml
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, it will automatically leave the programming mode. Exiting. Press the. Changing the Master Code.
C. Initial setup. Language Setting. Node ID of Reader Setting. D. Adding and Deleting Tag. Tag
InformationAdding Tag by RF Learn FunctionSuspend User Address. Suspend Tag by Tag ID.
Recover User Address. Recover Tag by Tag ID. Deleting User Address. Deleting Tag by Tag ID.
Setting up the access mode. E. PIN Code. Or via 701Client set it on Users screenP.S. The AR837EF
needs to collect twice for each fingerprint. Deleting. G. Access Mode. Access Mode. Finger Identify
837EF Only. Hardware 701ClientHardwareJust fingerprint. Just card control. Just fingerprint. Just
card control. Just fingerprint. Just card control. Just fingerprint. Just card controlJust fingerprint.
Just card controlJust fingerprint. Just card controlJust fingerprint. Just card controlJust fingerprint.
Just card controlResult 837EF Only. Invalid UserH. Arming Password. Or via 701Server and set it on
AR829E screen. I. Arming Delay Time. J. Duress Code. Or via 701Server to set it on AR829EV5
screenIt will substitute a personal pin code and send the message of Duress to computer as aK.
Terminal Port. ConditionsSituationsStandby Mode. Card only. Open the door. No open the door.
Card or PIN. Card and PIN. Access Programming modeDevice enable. Card user enable. N. Lift
control. Setting Lift controlMulti floors. O. Alarm Clock for Factory. Hardware installationHorn.
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Mike device. Music BoxBoardMike deviceOutput to M1 and M2. P. OpenZone. Q. Open TimeZoneGet
the upgrade software from SOYAL or our distributor and run “UdpUpdater” software. Execute the
software. The software is within SOYAL CD or please login the SOYAL website to download. Update
the firmwareRestoring Factory Settings. Reset all device parameters and user card dataReset IP
Setting. When the devices power is on, press theRESETbutton on the main board untill the ERR Red.
LED of screen lights up.http://www.drukomania.pl/userfiles/comfortlink-navigator-manual.xml

Refere to the picture besideThe device will be restored to factory settings.Manu TreeIP Setting.
Open your Web Browser and input factory default IPPage menu. Current Status. Monitor the online
computer. Network Setting. IP Setting. User Password. Change the Login information. Current
State. Online Status is able to monitor andShow which computer is linkingLogin User Password.
Login window will pop out and please input as belowUser name admin. Password None by default,
so please just click “OK” to login. Networking Setting. You will find initial IP Address 192.168.1.127
and check. MAC Address is identical to the sticker on Ethernet ModuleAfter updating the IP, please
reconnect the Web Browser by the new IP address. User Password. Change the login password to
lock the IP setting of. Ethernet Module. The password is composed of 10 characters at most
whichIMPORTANT NOTE To comply with the FCC RF exposure compliance requirements, theNo
change to the antenna or the device is permitted. AnyThe equipment has been tested and found to
comply with the limits for a Class. B Digital Device, pursuant to part 15 of the FCC Rules. These
limits are designedHowever, there is no grantee thatIf this equipment dose causePDF Version 1.6.
Linearized Yes. Creator Adobe InDesign CS5.5 7.5.3. Has XFA No. Instance ID
uuidca3b92c3c46e4c65828949c09a6e3d93. Document ID
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